
IMPORTANT:  KEEP THIS INTRUCTION MANUAL IN A SAFE PLACE FOR
           FUTURE REFERENCE. THEY CONTAIN IMPORTANT 
           INFORMATION ABOUT YOUR MOWER
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Read carefully information 
that is particular important 
for your safety. 

Beware of hot surface

Keep hands and feet clear
from all moving parts 
when starting or running 
of machine. 

Avoid inhaling emission 
of toxic gas which may be
of potential harm to body.
Operate mower only at 
well ventilated area.
 

An appliaces should never 
be left unattended when 
plugged in. Stop engine and
disconnect plug before 
carrying out any operation.

 

1. Control Bar
2. Upper Handle
3. Control Bar
4. Throttle
5. Lower Handle
6. Engine

1.  Throughly inspect the area where the
  equipment is to be used and remove 
  all stones, sticks, wires, bones and 
  other foreign objects before mowing, 
  they could be thrown by the blade.

2.  Do not operate the equipment when
    barefoot or wearing open sandals. 
  Always wear protective footwear 
  and long trousers. It is advisable to 
  wear suitable eye protection.

3.  Check the fuel before starting the
  engine. Do not fill the fuel tank 
  indoor, never remove the fuel cap of
    the fuel tank or add fuel when the 
  engine is running or until it has been
  allowed to cool for several minutes 
  before running. Clean off any spilled
  fuel before starting the engine.

4.   Never attempt to make a wheel height
  adjustment while the engine is running.

5.   Mow only in daylight and always keep 5.   Mow only in daylight and always keep 
  children away from the mowing area. 

Never fill up the fuel tank
while the engine is running..

 

Safety precautions should 
be followed. Keep 
bystanders, children, and 
pets away from working 
area. 

Please read the following instructions 
carefully and pay particular attention 

to safety information
before attempting to use!
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Open out the handle and screw the handles 
parts with the two screws and  plastic nuts. 
Put the recoil starter support on the right of
the handle and fix the cable with the plastic 
collar. Introduce the rope of the recoil starter 
handle on its support guide rope.
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12. Never pick up or carry Tokai mower when 
  it is operating.

13. Turn the fuel off at the conclusion of 
  mowing and reduce the throttle setting 
  during running  out. 
 

The single point cut height control 
adjusts all four wheels simultaneously. 
To operate, steady the Tokai mower 
by grasping the handle with one hand, 
pull the lever outwards from the Tokai 
mower with the other hand, and move 
it to the desired setting.it to the desired setting.

For wet, heavy or very long grass it is
recommended to adjust the setting the 
Tokai mower to heigher level to avoid 
possibility of clogging. If clogging 
become persistent because of 
unfavourable conditions, try walking
slower, cutting a narrower strip or slower, cutting a narrower strip or 
raising the cutting height more.
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WARNING:  After you have stopped 
        the engine the blade will 
        be still in motion for a 
        few seconds.

The engine will stop  as soon as you 
release the engine control bar.

1.  For four stroke engine please read 
  carefully the maintenance manual. 
  Check regularly the oil level and 
  add some oil or replace it if 
  necessary.

2. Frequent check the lawnmower 
    and ensure that all grass deposits 
  are removed from beneath the 
  deck.

3. Lubricate regularly the wheel 
  axle and the bearings with 
  grease.

4. Check often the blade, in order to 
    obtain a clean work the blade 
  should always be sharp and well 
  balance.

5. At regular intervals check the 
  tightening of all bolts and screws. 
  Replace worn or damanged blades 
  and bolts in sets to preserve the 
    balance. Note that damaged blades 
  and worn bolts are major hazard.
  
6. Check the grass catcher bag 
  frequently for deterioration and 
  wear, and replace worn bags.

7. Allow the engine to cool before  
    storing in any enclosure. 
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Fuel

Air Filter

Oil

Fill up the tank with a funnel, do the
operation in open air. Do not smoke.
Do not use mobile phone.

Fill up with gasoline and oil before
starting the engine. Never open the 
cap of the fuel thank to add gasoline
while the engine is running or still while the engine is running or still 
hot.

Do not start the engine if there is 
some gasoline spilled around, take 
the mower away from the zone 
where gasoline have been spilled
and avoid any contact from a hot 
source until the spilled gasoline source until the spilled gasoline 
is completely evaporated. 
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